
The autonomous video system that records bird activity to better understand and protect biodiversity!

Maintain availability :

System operation monitoring (cameras, 

storage, etc.)

Automatic alerts in case of technical issues 

Mastering performance :

Continuous recording & long-term 

data storage

Data available on request (videos, 

activity, species)

Documented number and duration of 

detections/observations

Cybersecurity :

Secure video backup

Restricted access to sensitive 

data

Responsive technical support 

High- performance solution :

Long-range visual detection

Continuous high-resolution video recording

Autonomous, scalable, and configurable system 

Ornithological expertise :

Support from specialized wildlife experts

Species identification through image analysis

Usable data for impact studies and monitoring

Detailed activity report generation

Support for regulatory reporting 

Technical expertise:

Installation adapted to site conditions (ground, mast, 

platform)

Performance analysis (coverage, image quality)

Remote maintenance and supervision 

Bird Sentinel ®

Solutions & Expertise

Performance & Safety

Solutions & Expertise

Performance & Safety

Bird Sentinel ®

A tailor -made service Weak maintenance cost Customer Service

Specific configuration to meet customer needs and regulations

A scalable solution to meet each of your challenges

Custom installation based on regulatory issues

Personalized support according to the needs of the park 

(ornithological and regulatory techniques)

Hotline

Dedicated contacts

Robustness and Durability : Low replacement rate of 

wear parts

Turnkey offer including wear parts (Preventive & 

corrective maintenance)



Installation & support

Easy installation on self-supporting mast or measurement mast

Autonomous system with no connection required

Quick commissioning & on-site verification

Training available for local teams 

Technical Specifications and Equipment 

Equipment:

3 wide-angle 4 MP cameras (110° FOV)
500 GB hard drive or more (up to 3 months of storage)
100 to 300 W solar panels (depending on site)
80 to 120 Ah batteries or 230 V power supply
2 m self-supporting mast or mounting on measurement mast

Technical Specifications:

Autonomous 24/7 operation
Operating temperature: –40 °C to +75 °C
IP66 control box, locked and geolocated
Maximum power consumption: 38 W
Total weight: ~30 kg (with battery)
Ground footprint: 1.5 m × 1.5 m 

BIRD SENTINEL ®

Building Espace 26 Mail Philippe Lamour 34760 Boujan-Sur-Libron, FRANCE
Contact@biodiv-wind.com
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https://www.biodiv-wind.com/fr/
https://www.biodiv-wind.com/fr/
https://www.biodiv-wind.com/fr/
https://www.linkedin.com/company/biodiv-wind/
https://youtu.be/ncotwMX-_PM
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